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FEATURES BENEFITS

Plug-in neck consists of two interlocking parts 
(female part/ male part)

Available as single and overhang filter cloth

Classic cloth fastening by eyelets and cable ties or 
with Velcro fastener

Available as mono, mono/multi or multi filament

Fast and effortless assembly

Very short downtimes

Easy to retrofit

Cloth exchange without removing the filter plate
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Detailansicht der Montage

LFC-HYBRID – THE EASIEST WAY TO CHANGE FILTER CLOTHS

The LFC-Hybrid is the further development of the LENSER Formed Composite (LFC) to easily and quickly fit classic, 
non-sealed filter plates with a perfectly fitting filter cloth. Like the LFC, the LFC-Hybrid also has an interlocking plug-in neck 
made of needle felt. This is sewn to a mono, mono/multi or multi filament. Cumbersome assembly is thus a thing of the past, 
even with classic filter elements.

LFC-HYBRID

A   Detail view of plug neck part 1: Male part (smaller diameter)

B   Detail view of plug neck part 2: Female part (larger diameter)

C   Illustration for correct cloth assembly

FEED         
DIRECTION

Male part of plug-in neck 
must face towards the head 
side of the filter press

Female part of plug-in neck 
must face towards the end 

side of the filter press


